
2.53 [64.26]

2.88 [73.15]

.984 [25]

.940 [23.88]

.144

R.062

RECOMMENDED PANEL OPENING

MAX

[35.05]
 1.380

[82.55]
 3.250

[63.5]
 2.50

.89 [22.5]

NOTES:

MOUNTING FLANGE: NICKEL-PLATED STEEL
CONNECTOR SHELLS: NICKEL-PLATED CAST
ALUMINUM; INSULATOR MATERIAL PBT.
CONTACT PLATING GOLD NICKEL FLASH
ON COPPER ALLOY BASE.
WIRED STRAIGHT THROUGH
ADAPTER IS PACKAGED WITH TWO HEX
STANDOFFS TAPPED M3.5 X 0.6.
(FOR OPTIONAL USE)

PACKAGING:
INDIVIDUALLY PACKAGE IN A POLYBAG

IEEE-488 
FEMALE CONNECTOR

2X TAPPED HOLE,
      ISO M3.5 X 0.6

[1.02]
 .040

.81 [20.6]

2X ISO M3.5 X 0.6
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CONFIGURATION DETAILS OF
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IEEE-488 GPIB

PROJECTION COLOR VARIATIONS
MAY OCCUR

DIMENSIONS ARE IN INCHES [mm]
UNLESS OTHERWISE SPECIFIED,

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2[51] / -0
>60 [1524] ≤120 [3048] = +4 / -0

>120 [3048] ≤300 [7620] = +6 / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = .3

.XX = .15 

IEEE-488 BULKHEAD ADAPTOR
MALE-FEMALE
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